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DETAILED ACTION 
Claim Rejections - 35 USC §102 

1. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that 
form the basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(e) the invention was described in (1) an application for patent, published under section 122(b), by 
another filed in the United States before the invention by the applicant for patent or (2) a patent 
granted on an application for patent by another filed in the United States before the invention by the 
applicant for patent, except that an international application filed under the treaty defined in section 
351(a) shall have the effects for purposes of this subsection of an application filed in the United States 
only if the international application designated the United States and was published under Article 21(2) 
of such treaty in the English language. 

2. Claims 1-2, 5-7, and 10-13 are rejected under 35 U.S.C. 102(e) as being 
anticipated by Sheu et al., (IEEEICC, page 61 1-618, "A Fast And Efficient Heuristic 
Algorithm For The Delay-And Delay Variation Bound Multicast Tree Problem", 2001). 

For claim 1, Sheu et al. disclose a fast and efficient heuristic algorithm for the 
delay-and delay variation bound multicast tree problem, comprising the steps of: 

obtaining minimum delay paths from the source node to each of the destination 
nodes by using topology information and delay information of the network (page 613, 
section 3.1 . The Basic concept of DDVCA, lines 23-32); 

selecting, as candidate nodes of a rendezvous point node, nodes on one of the 
obtained minimum delay paths (page 614, lines 15-19); 

for each of the candidate nodes, calculating minimum delay paths from the 
candidate node to each of the destination nodes, and obtaining a difference between 
the maximum value and the minimum value among delays of the calculated minimum 
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delay paths (page 614, second column, lines 2-5, and figure 3, page 614, line 18 to 
page 615, line 5); 

selecting, as the rendezvous point node, the candidate node for which the 
difference is smallest among differences for all of the candidate nodes (Table 1 , page 
615, lines 15-17); and 

outputting, as the multicast paths, a minimum delay path from the source node to 
the rendezvous point node and minimum delay paths from the rendezvous point node to 
each destination node (page 614, lines 20-24, and page 615, lines 18-19). 

For claim 2, Sheu et al. disclose wherein the minimum delay path on which the 
candidate nodes exist is one having maximum delay among minimum delay paths from 
the source node to each of the destination nodes (page 614, second column, Table 1, 
line 27 to page 615, line 5). 

For claim 5, Sheu et al. disclose a fast and efficient heuristic algorithm for the 
delay-and delay variation bound multicast tree problem, comprising the steps of: 

a part for obtaining minimum delay paths from the source node to each of the 
destination nodes by using topology information and delay information of the network 
(page 613, section 3.1. The Basic concept of DDVCA, lines 23-32); 

a part for selecting, as candidate nodes of a rendezvous point node, nodes on 
one of the obtained minimum delay paths (page 614, lines 15-19); 

a part for calculating, for each of the candidate nodes, minimum delay paths from 
the candidate node to each of the destination nodes, and obtaining, for each of the 
candidate nodes, a difference between the maximum value and the minimum value 
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among delays of the calculated minimum delay paths (page 614, second column, lines 
2-5, and figure 3, page 614, line 18 to page 615, line 5); 

a part for selecting, as the rendezvous point node, the candidate node for which 
the difference is smallest among the differences for all of the candidate nodes (Table 1 , 
page 615, lines 15-17); and 

a part for outputting results comprising, as the multicast paths, a minimum delay 
path from the source node to the rendezvous point node and minimum delay paths from 
the rendezvous point node to each of the destination nodes (page 614, lines 20-24, and 
page 615, lines 18-19). 

For claim 6, Sheu et al. disclose wherein the minimum delay path on which the 
candidate nodes exist is one having maximum delay among minimum delay paths from 
the source node to each of the destination nodes (page 614, second column, Table 1, 
line 27 to page 615, line 5). 

For claim 7, Sheu et al. disclose further comprising: 

a part for receiving the topology information and the delay information of the 
network (section 3.2. A format description of DDVCA, page 614, lines 2-9); and 

a part for storing the received information in a recording medium, 

wherein the multicast communication path calculation apparatus calculates the 
multicast paths by reading the received information from the recording medium (section 
3.2. A format description of DDVCA, page 614, line 10 to second column, line 5). 

For claim 10, Sheu et al. disclose a fast and efficient heuristic algorithm for the 
delay-and delay variation bound multicast tree problem, comprising the steps of: 
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program code means for obtaining minimum delay paths from the source node to 
each of the destination nodes by using topology information and delay information of the 
network (page 613, section 3.1. The Basic concept of DDVCA, lines 23-32); 

program code means for selecting, as candidate nodes of a rendezvous point 
node, nocles on one of the obtained minimum delay paths (page 614, lines 15-19); 

program code means for calculating, for each of the candidate nodes, minimum 
delay paths from the candidate node to each of the destination nodes, and obtaining/for 
each of the candidate nodes, a difference between the maximum value and the 
minimum value among delays of the calculated minimum delay paths 
program code means for selecting, as the rendezvous point node, the candidate node 
for which the difference is smallest among the differences for each of the candidate 
nodes (Table 1, page 615, lines 15-17); and 

program code means for outputting results comprising, as the multicast paths, a 
minimum delay path from the source node to the rendezvous point node and minimum 
delay paths from the rendezvous point node to each of the destination nodes (page 614, 
lines 20-24, and page 615, lines 18-19). 

For claim 1 1 , Sheu et al. disclose wherein the minimum delay path on which the 
candidate nodes exist is one having maximum. delay among minimum delay paths from 
the source node to each of the destination nodes (page 614, second column, Table 1, 
line 27 to page 61 5, line 5). 

For claim 12, Sheu et al. disclose a fast and efficient heuristic algorithm for the 
delay-and delay variation bound multicast tree problem, comprising the steps of: 
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program code means for obtaining minimum delay paths from the source node to 
each of the destination nodes by using topology information and delay information of the 
network (page 613, section 3.1 . The Basic concept of DDVCA, lines 23-32); 

program code means for selecting, as candidate nodes of a rendezvous point 
node, nodes on one of the obtained minimum delay paths (page 614, lines 15-19); 

program code means for calculating, for each of the candidate nodes, minimum 
delay paths from the candidate node to each of the destination nodes, and obtaining, for 
each of the candidate nodes, a difference between the maximum value and the 
minimum value among delays of the calculated minimum delay paths 
program code means for selecting, as the rendezvous point node, the candidate node 
for which the difference is smallest among the differences for each of the candidate 
nodes (Table 1, page 615, lines 15-17); and 

program code means for outputting results comprising, as the multicast paths, a 
minimum delay path from the source node to the rendezvous point node and minimum 
delay paths from the rendezvous point node to each of the destination nodes (page 614, 
lines 20-24, and page 615, lines 18-19). 

For claim 13, Sheu etal. disclose wherein the minimum delay path on which the 
candidate nodes exist is one having maximum delay among minimum delay paths from 
the source node to each of the destination nodes (page 614, second column, Table 1, 
line 27 to page 615, line 5). 

Claim Rejections • 35 USC § 103 
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3. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

4. This application currently names joint inventors. In considering patentability of 
the claims under 35 U.S.C. 103(a), the examiner presumes that the subject matter of 
the various claims was commonly owned at the time any inventions covered therein 
were made absent any evidence to the contrary. Applicant is advised of the obligation 
under 37 CFR 1 .56 to point out the inventor and invention dates of each claim that was 
not commonly owned at the time a later invention was made in order for the examiner to 
consider the applicability of 35 U.S.C. 103(c) and potential 35 U.S.C. 102(e), (f) or (g) 
prior art under 35 U.S.C. 103(a). 

5. Claims 3-4, and 8-9 are rejected under 35 U.S.C. 1 03(a) as being unpatentable 
over Sheu et al., (IEEEICC, page 611-618, "A Fast And Efficient Heuristic Algorithm For 
The Delay-And Delay Variation Bound Multicast Tree Problem", 2001). 

For claim 3, Sheu et al. disclose a fast and efficient heuristic algorithm for the 
delay-and delay variation bound multicast tree problem, comprising the steps of: 

obtaining minimum delay paths from the source node to each of the destination 
nodes by using topology information and delay information of the network (page 613, 
section 3.1. The Basic concept of DDVCA, lines 23-32); 

selecting, as candidate nodes of a rendezvous point node, nodes on one of the 
obtained minimum delay paths (page 614, lines 15-19); 
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for each of the candidate nodes, calculating minimum delay paths from the 
candidate node to each of the destination nodes, and obtaining a difference between 
the maximum value and the minimum value among delays of the calculated minimum 
delay paths (page 614, section 3.2. A formal description of DDVCA, second column, 
lines 2-5, and figure 3, line 18 to page 615, line 5); 

selecting, as the rendezvous point node, the candidate node for which the 
difference is smallest among differences for all of the candidate nodes (Table 1 , page 
615, lines 15-17); and 

outputting results comprising, as the multicast paths, a minimum delay path from 
the source node to the rendezvous point node and minimum delay paths from the 
rendezvous point node to each destination node (page 614, lines 20-24, and page 615, 
lines 18-19). 

However, Sheu et al. do not expressly disclose wherein the multicast 
communication path calculation apparatus sends the output results to the multicast 
communication path setting apparatus, and the multicast communication path setting 
apparatus establishes the multicast paths according to the output results. To include the 
multicast communication path calculation apparatus sends the output results to the 
multicast communication path setting apparatus, and the multicast communication path 
setting apparatus establishes the multicast paths according to the output results would 
have been obvious to one of ordinary skill in the art because Sheu et al. disclose on 
page 614, lines 15-16 "DDVCA first calculates (path calculation apparatus means) the 
minimum delay between each destination node and each other node in the network." 
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Sheu et al. further disclose on page 614, lines 24-25, "Intuitively, the multicast delay 
variation of thus formed (setting apparatus means) multicast tree ..." 

For claim 4, Sheu et al. disclose wherein each node in the network measures 
traffic state of the network and sends the measurement results to the multicast 
communication path calculation apparatus, and the multicast communication path 
calculation apparatus calculates the multicast paths according to the measurement 
results (page 614, second column, lines 18-27). 

For claim 8, Sheu et al. disclose further comprising a part for including the output 
results in a multicast path setting control message, and sending the multicast path 
setting control message over the multicast paths indicated by the output results (page 
614, lines 24-25). 

For claim 9, Sheu et al. disclose further comprising: 

a part for receiving a request to calculate the multicast paths from a multicast 
communication path setting apparatus (section 3.2. A formal description of DDVCA, 
page 614, line 2 to second column, line 1); and 

a part for sending the output results to the multicast communication path setting 
apparatus (page 614, lines 24-25). 

6. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Toan D. Nguyen whose telephone number is 571-272- 
3153. The examiner can normally be reached on M-F (7:00AM-4:30PM). 
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If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Mr. Huy Vu can be reached on 571-272-3155. The fax phone number for 
the organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 
TN 



HUY D.VU 
SUPERVISORY PATENT EXAMINER 
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